







Engine
Displacement Starting System Type
Forward speed Reverse speed Fuel Capacity Model
Fuel Capacity Fuel Gauge Speed Controller
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58.7 cu. in.(962 cc) Key switch
Gasoline liquid-cooled (3 cyl.)
0 - 10.6mph (0-17.0 km/h)	11
0 - 5.3 mph (0-8.5 km/h)	"
1\
12.9 gal
 (
I
) (
11
)
 (
I
)12.7 gals. (48 ltrs.)	t
Electric
2-hand lever
I
1!

Transmission
Transmission Clutch Horsepower

Chassis
Tires Front Tires Rear Brake

Dimensions
Depth Thickness Blade Weight
. Length Width

Height

Wheelbase Tread Width

2-HST w/ Gear reduction	1
Hydraulic independent PTO clutch with wet multi disks	"
32.5 HP @ 3600 rpm



15 x 6.0 - 6 Non-flat
26 x 12.0 - 12
Wet multi disks, foot applied, released



(Deck) 6.5" (165 mm)
(Deck) 0.17" (4.2 mm)
3
(w/ mower) 1651 lbs. (759 kg)
91.7" (2329 mm)
(With Mower) 75.2.6" (1911 mm)
(Without Mower) 57.5" (1460 mm)
(With ROPS Upright) 75.4" (1915 mm)
(With ROPS Folded) 64.8" (1645 mm)
52.5" (1333 mm)
Front 38.4" (975 mm) Rear 45.3" (ll50 mm)


General Information

Battery
Alternator Capacity Anit-Scalp Rollers Mounting Method

12 Volts, 51R, 450CAA@O degrees F, 70 min. RC. 4 Volts 14 Amps
Rigid
Quick joint, parallel linkage








Battery
Alternator Capacity Standard

Cutting Height Blade Speed Cutting Width Lift
Deck

SIR (12V, RC: 70 min., CCA: 475A)
14 Amps at 14 Volts
Water temperature indicator, Hour meter, Engine stop system - Key stop
1 in.	5 in. (in 1/4 in. increments)
18100 FPM
60"
Hydraulic
(Model) - RCK60P-327Z
(Type) - Pro commercial - Fabricated deck (Belt) - Multi-Belt


Power Take-Off (PTO)

System Brake PTO

Shaft Drive Wet single disk



















i!
11
i
l
image1.png




